


LB35-24D
• 70,000 LB. CAPACITY
• 24” LOADED DECK

HEIGHT
• 5 RIDE HEIGHT

POSITIONS
• HYDRAULIC

REMOVABLE NECK WITH
AIR LOCKING PIN

• AIR RIDE SUSPENSION
WITH MANUAL
OVERRIDE

• APITONG DECKING
• 255/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES

LB35-24DPS
• 70,000 LB. CAPACITY
• 24” LOADED DECK

HEIGHT
• 5 RIDE HEIGHT

POSITIONS
• HYDRAULIC

REMOVABLE NECK WITH
AIR LOCKING PIN

• AIR RIDE SUSPENSION
WITH MANUAL
OVERRIDE

• FULL WIDTH APITONG
DECKING

• FRONT FLIP RAMPS
WITH 8˚ LOAD ANGLE

• 16˚ SLOPE ON
REAR BRIDGE

• 255/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES
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LB35-18D
• 70,000 LB. LOAD CAPACITY
• 18” LOADED DECK HEIGHT
• 5 RIDE HEIGHT POSITIONS
• HYDRAULIC

REMOVABLE NECK WITH
AIR LOCKING PIN

• AIR RIDE SUSPENSION
WITH MANUAL
OVERRIDE

• APITONG DECKING
• 255/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES



*SHOWN WITH OPTIONAL 4TH FLIP AXLE 

LB52-24D
• 104,000 LB. LOAD CAPACITY
• 24” LOADED DECK HEIGHT
• 5 RIDE HEIGHT POSITIONS
• HYDRAULIC REMOVABLE NECK

WITH AIR LOCKING PIN
• AIR RIDE SUSPENSION WITH

MANUAL OVERRIDE
• APITONG DECKING
• 255/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES

LB55-24D
• 110,000 LB. LOAD CAPACITY
• 24” LOADED DECK HEIGHT
• 5 RIDE HEIGHT POSITIONS
• HYDRAULIC REMOVABLE

NECK WITH AIR LOCKING PIN
• AIR RIDE SUSPENSION

WITH MANUAL OVERRIDE
• APITONG DECKING
• 275/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES
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LB55-420FR

LB60-420FR

LB65-420FR
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INVERTED 5TH WHEEL EXTREME DUTY TAIL ROLLER

PIPE
POCKET

POP-UP
DECK

ROLLERS

WEEVIL
PIN

POCKET

MECHANICAL
DETACHABLE

NECK



FLIP NECK EXTENSION

65-TON 2+3+2 EAST COAST DESIGN

60-TON QUAD AXLE

60-TON FIXED NECK

60-TON DROP DECK
EXTENDABLE

60-TON
3+1-10’ WIDE

60-TON
DROP DECK 3+1

2 AXLE JEEP

55-T0N 3+1 EAST COAST

55-T0N WITH NITROGEN ACCUMULATED STINGER

MODULAR
DESIGN

RIGID SPREADER BAR
AND SINGLE AXLE

BOOSTER

NITROGEN SPREADER BAR AND
SINGLE AXLE BOOSTER
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LB35-38
• 70,000 LB. LOAD CAPACITY
• 38” LOADED DECK HEIGHT
• EXPOSED BEAM NECK

WITH MOTOR GRADER RAMPS
• 6’ SPRING ASSISTED

LOADING RAMPS
• OAK DECKING
• 255/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES

LB35-33
• 70,000 LB. LOAD CAPACITY
• 33” LOADED DECK HEIGHT
• EXPOSED BEAM NECK WITH

MOTOR GRADER RAMPS
• 6’ SPRING ASSISTED

LOADING RAMPS
• OAK DECKING
• 235/75R17.5 RADIALS
• 12 1/4” X 7 1/2” BRAKES

LB35-38CS
• 70,000 LB. LOAD CAPACITY
• 38” LOADED DECK HEIGHT
• FULL WIDTH NECK

WITH 17˚ LOADING SLOPE
• 6’ SPRING ASSISTED

LOADING RAMPS
• OAK DECKING
• 255/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES

LB35-33CS
• 70,000 LB. LOAD CAPACITY
• 33” LOADED DECK HEIGHT
• FULL WIDTH NECK

WITH 17˚ LOADING SLOPE
• 6’ SPRING ASSISTED

LOADING RAMPS
• OAK DECKING
• 235/75R17.5 RADIALS
• 12 1/4” X 7 1/2” BRAKES
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LB35-38 SHOWN

LB35-33CS SHOWN



LB52-38CS
• 104,000 LB. LOAD CAPACITY
• 38” LOADED DECK HEIGHT
• FULL WIDTH NECK

17˚ LOADING SLOPE
• 6’ SPRING ASSISTED

LOADING RAMPS
• OAK DECKING
• 255/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES

LB52-33CS
• 104,000 LB. LOAD CAPACITY
• 33” LOADED DECK HEIGHT
• FULL WIDTH NECK

17˚ LOADING SLOPE
• 6’ SPRING ASSISTED

LOADING RAMPS
• OAK DECKING
• 235/75R17.5 RADIALS
• 12 1/4” X 7 1/2” BRAKES

LB35-26
• 70,000 LB. LOAD CAPACITY
• 26” LOADED DECK HEIGHT
• DOUBLE DROP

FABRICATED MAINFRAME
• 6’ SPRING ASSISTED

LOADING RAMPS
• OAK DECKING
• 255/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES

LB52-26
• 104,000 LB. LOAD CAPACITY
• 26” LOADED DECK HEIGHT
• DOUBLE DROP

FABRICATED MAINFRAME
• 6’ SPRING ASSISTED

LOADING RAMPS
• OAK DECKING
• 255/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES
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*LB52-33CS SHOWN

*LB52-26 SHOWN

*SHOWN WITH OPTIONAL 8’ HYDRAULIC RAMPS



DF53-DT

DF-48
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FB-48

FB-48
• 80,000 LB. GVWR

(60,000 LB. IN 10’ SPAN)
• MULTIPLE DECK LENGTHS

AND HEIGHTS
• MULTIPLE AXLE CONFIGURATIONS

AND CAPACITIES
• AIR RIDE AND SPRING RIDE

SUSPENSIONS
• SPREAD, CLOSED, AND SLIDING

TANDEMS
• APITONG DECKING
• 295/75R22.5 RADIALS
• 16 1/2” X 7” BRAKES

DF-48
• 80,000 LB. GVWR

(60,000 LB. IN 10’ SPAN)
• MULTIPLE DECK LENGTHS

AND HEIGHTS
• MULTIPLE AXLE CONFIGURATIONS

AND CAPACITIES
• AIR RIDE AND SPRING RIDE

SUSPENSIONS
• SPREAD, CLOSED, AND SLIDING

TANDEMS
• APITONG DECKING
• DOVETAIL AND RAMP APPLICATIONS
• 255/70R22.5 RADIALS
• 16 1/2” X 7” BRAKES



EF-48

EF-53

ED-53

ED-48
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EF-48
• 80,000 LB. GVWR
• EXTENDABLE – 48’ CLOSED TO 80’ OPEN
• AIR OPERATED LOCK PINS – 5 STOPS

2 SETS OF GREASE ROLLERS
• MULTIPLE DECK HEIGHTS
• MULTIPLE AXLE CONFIGURATIONS

AND CAPACITIES
• AIR RIDE AND SPRING RIDE

SLIDING SUSPENSIONS
• APITONG DECKING
• 295/75R22.5 RADIALS
• 16 1/2” X 7” BRAKES

ED-48
• 80,000 LB. GVWR
• EXTENDABLE – 48’ CLOSED TO 68’ OPEN
• AIR OPERATED LOCK PINS – 5 STOPS

2 SETS OF GREASE ROLLERS
• MULTIPLE DECK HEIGHTS
• MULTIPLE AXLE CONFIGURATIONS

AND CAPACITIES
• AIR RIDE AND SPRING RIDE SUSPENSIONS
• APITONG DECKING
• 235/75R17.5 RADIALS
• 12 1/4” X 7 1/2” BRAKES

EF-53
• 80,000 LB. GVWR
• EXTENDABLE – 53’ CLOSED TO 90’ OPEN
• AIR OPERATED LOCK PINS – 5 STOPS

2 SETS OF GREASE ROLLERS
• MULTIPLE DECK HEIGHTS
• MULTIPLE AXLE CONFIGURATIONS

AND CAPACITIES
• AIR RIDE AND SPRING RIDE

SLIDING SUSPENSIONS
• APITONG DECKING
• 295/75R22.5 RADIALS
• 16 1/2” X 7” BRAKES

ED-53
• 80,000 LB. GVWR
• EXTENDABLE – 53’ CLOSED TO 72’ OPEN
• AIR OPERATED LOCK PINS – 5 STOPS

2 SETS OF GREASE ROLLERS
• MULTIPLE DECK HEIGHTS
• MULTIPLE AXLE CONFIGURATIONS

AND CAPACITIES
• AIR RIDE AND SPRING RIDE SUSPENSIONS
• APITONG DECKING
• 235/75R17.5 RADIALS
• 12 1/4” X 7 1/2” BRAKES



TA20
• 40,000 LB. CAPACITY
• 33” LOADED DECK HEIGHT
• PIERCED I-BEAM MAINFRAME
• 6’ SPRING ASSISTED LOADING RAMPS
• APITONG DECKING
• 215/75R17.5 RADIALS
• 12 1/4” X 7 1/2” BRAKES

LB25-33
• 50,000 LB. LOAD CAPACITY
• 33” LOADED DECK HEIGHT
• EXPOSED BEAM NECK WITH

MOTOR GRADER RAMPS
• 6’ SPRING ASSISTED

LOADING RAMPS
• OAK DECKING
• 235/75R17.5 RADIALS
• 12 1/4” X 7 1/2” BRAKES

TA30
• 60,000 LB. CAPACITY
• 33” LOADED DECK HEIGHT
• PIERCED I-BEAM MAINFRAME
• 6’ SPRING ASSISTED LOADING RAMPS
• APITONG DECKING
• 235/75R17.5 RADIALS
• 12 1/4” X 7 1/2” BRAKES

T
A

G
-A

-L
O

N
G

S



NECK PLATE COVER
8’ HYDRAULIC

RAMPS

FORKLIFT PACKAGE

12’ DOUBLE FOLD
RAMPS

13 HP HONDA
PONY MOTOR

ALUMINUM WHEELS

CANADIAN STYLE DOVETAIL

STROBE KIT WITH
CHROME ACCENT PACKAGE

SUSPENSION CONTROLS
IN BOLSTER

DETACHABLE WITH
HYDRAULIC TAIL

SUSPENSION CONTROLS
SEALED BOX

CUSTOM PAINT

ADJUSTABLE RIDE

DROP SIDE DESIGN

PAVER REAR BRIDGE PAVER DESIGN

PAVER
STYLE
FRONT

FLIP RAMP

ADJUSTABLE LEVELING
VALVE
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HIGHWAY 431 • P.O. BOX 127 • PITTSVIEW, AL 36871
PHONE 334-855-4754 • 1-800-321-8073 • FAX 334-855-3507 • WWW.PITTSTRAILERS.COM

NOTE; ALL SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTIFICATION. ALL DIMENSIONS AND WEIGHTS ARE APPROXIMATE.
TRAILERS PICTURED IN THIS BROCHURE MAY FEATURE OPTIONAL EQUIPMENT.

HD-35
• 70,000 LB. LOAD CAPACITY
• 35” LOADED DECK HEIGHT
• FULL WIDTH NECK WITH

17˚ LOADING SLOPE
• FULL WIDTH HYDRAULIC FOLDING TAIL

WITH 14˚ LOADING SLOPE
• HYDRAULIC WINCH WITH

WIRELESS REMOTE
• AIR RIDE SUSPENSION
• APITONG DECKING
• 235/75R17.5 RADIALS
• 12 1/4” X 7 1/2” BRAKES

HD-52
• 104,000 LB. LOAD CAPACITY
• 35” LOADED DECK HEIGHT
• FULL WIDTH NECK WITH

17˚ LOADING SLOPE
• FULL WIDTH HYDRAULIC FOLDING TAIL

WITH 14˚ LOADING SLOPE
• HYDRAULIC WINCH WITH

WIRELESS REMOTE
• AIR RIDE SUSPENSION
• APITONG DECKING
• 235/75R17.5 RADIALS
• 12 1/4” X 7 1/2” BRAKES


